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Set Model
Indoor unit model FPA32-18CD(I)(45P)
Outdoor unit model CH20-18CD-32(O)(42B)

Ceritified AHRI

ETL

SYSTEM PERFORMANCE DATA INDOOR UNIT DATA
Power supply 208/230V~/60Hz/1P Indoor Air Flow 

(Turbo/Hi/M/Lo/S)
m3/h 1000/870/770/600/450

Rated cooling capacity Btu/h 18000 CFM 588/512/453/353/265
Rated current Cooling(A) 8.4

Indoor noise level at cooling dB(A) 50/46/44/40/36
Rated input Cooling(W) 1840
EER2 for cooling Btu/W.h 9.5 Dimensions mm 1055×675×235
SEER2 for cooling Btu/W.h 20 Inches 41.54×26.57×9.25
Rated Heating capacity Btu/h 18000 Net weight kg 24.0 
Rated current Heating(A) 7.8 Lbs. 52.90 
Rated input Heating(W) 1600 Packing dimensions mm 1135×765×280
HSPF2 Rating(Region IV) Btu/W.h 9.5 Inches 44.68×30.12×11.02
HSPF2 Rating(Region V) Btu/W.h 8 Gross weight kg 31.0 
COP (47℉/8.3℃) W/W 10.24 Lbs. 68.30 
Indoor Minim. Circuit Ampacity A 0.75
Indoor Max. Fuse A 15
Outdoor Minim. Circuit Ampacity 13
Outdoor Max. Fuse 20

REFRIGERANT PIPE DATA OUTDOOR UNIT DATA

Refrigerant (R32) oz R32/37.74
Outdoor noise level dB(A) 55
Dimensions mm 852x349x602

Additional refrigerant charge
Inches 33.54×13.74×23.7

oz/ft 0.11 Net weight kg 30.3 

Connecting Pipe
Gas(inch) 3/8'' Lbs. 66.8 

Liquid(inch) 1/4'' Packing dimensions mm 900x405x645
Max.refrigerant pipe length m/ft 65.0 Inches 35.43×15.94×25.39
Max.difference in level m/ft 49 Gross weight kg 36.3 

Lbs. 77.82 
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Indoor unit dimension

(The figure is for reference only)

Outdoor unit dimension

(The figure is for reference only)


